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ABSTRACT 
The location of the Town of Peace River, although aesthetically pleasing, has a large portion of its urban footprint and 
transportation infrastructure built either on the flood plain or on the unstable valley walls of the Peace River Valley.  
Beginning in 2006 a study was initiated to characterize the extent, rates and style of the large scale landslides in and 
around the municipality.  As the glacial history is complex and landslides originate in various settings the initial 
components of the study are the development of a three dimensional geological model and completion of an inventory 
of documented landslides in order to determine logical groupings for landslide types.  This will be complimented by 
acquisition and interpretation of airborne LiDAR data in the spring of 2007 and field mapping in the summer of 2007.  In 
order to develop an understanding of the historical movement rates and extents an InSAR study will review deformation 
trends between 1992 and 2006 and compare these results to deformations recorded using conventional instrumentation 
over this time period.  Based on the results of these studies, relationships between deformation and external (climatic) 
factors will be developed in order to quantify the probability of sudden or accelerated movements in the various 
landslide groups and data will be incorporated into an overall risk assessment for landsliding in the municipality.  This 
presentation provides an overview of the project that will be completed of three years by a number of researchers, 
including the Alberta Geological Survey, Canadian Centre for Remote Sensing and University of Alberta.  
 
RÉSUMÉ 
La ville de Peace River, bien que sont emplacement soit très agréable au niveau esthétique, a construit une grande 
partie de son empreinte urbaine et son infrastructure des transports soit sur la plaine inondable ou sur les parois de 
vallée instables de la vallée de la Rivière à la Paix. Une étude a été entamée en 2006 pour caractériser l’étendue, les 
taux et le genre de glissements de terrain à large échelle dans et autour de la municipalité. Puisque l’histoire glaciaire 
est complexe et les origines de glissements résultent à cause de diverses situations,  les composantes initiales de 
l’étude seront le développement d’un modèle géologique tridimensionnel et l’achèvement d’un inventaire des 
glissements de terrain documentés pour pouvoir déterminer les regroupements logiques pour les genres de 
glissements. Ceci sera complémenté par l’acquisition et l’interprétation de données de LiDAR aéroporté au printemps et 
les levés de terrain à l’été 2007. Pour développer une meilleure compréhension des taux et des étendues historiques, 
une étude INSAR révisera les tendances des déformations entre 1992 et 2006 et comparera ces résultats aux 
déformations enregistrés utilisant de l’instrumentation conventionnelle durant cette période. Se basant sur les résultats 
de ces études, les relations entre les déformations et les facteurs externes (climatiques) seront élaborées pour 
quantifier la probabilité de mouvements soudains ou accélérés pour les divers regroupements de glissements et les 
données incorporées en une évaluation globale du risque de glissements dans la municipalité. Cette présentation offre 
un survol du projet qui sera achevé pour trois ans par un nombre de chercheurs, y compris l’Alberta Geological Survey, 
le Centre canadien de télédétection et l’Université de l’Alberta.  
 
 
 
1 INTRODUCTION 
 
With the development of a new program in Alberta 
dedicated to geological hazards, a series focussing on 
Urban Geology and Geohazards was initiated.  As the 
first pilot for a proposed series of studies, the Town of 
Peace River (Figure 1) was chosen based on its limited 
size and the direct impact of various natural hazards, 
including landslides and flooding, on development and 
infrastructure in the municipality and within the region.   
As the geology of the region is complex and various 
different styles of landslide movements are found within 
and around the municipality, a multiyear study has been 

initiated in order to better understand the style, extent and 
rates of movement for landslides in and around the town.  
It is envisioned that the hazard assessment component of 
this project will be incorporated into an overall risk 
assessment for the municipal area.  This paper provides 
an overview of the project design and the initial year’s 
activities. 
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